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2012 FIAT PANDA TECHNICAL SPECIFICATION  
 

Engine 1.2 FIRE EVO II 1.3 M-Jet II TwinAir 85hp 
Layout 4-Cyl in-line 4-Cyl in-line 2-Cyl in-line 

Bore X stroke 70.8 x 78.9mm 69.6 x 82mm 80.5 x 86mm 
Displacement (cc) 1,242 1,248 875 
Power HP @RPM 69 @ 5500 75 @ 4000 85/77.5*@ 5500 

Torque Nm @RPM 102 @ 3000 190 @ 1500  145/100*@ 1900 
Timing system Belt Chain Chain 

Transmission/Clutch 5M/Mechanical 5M/Hydraulic 5M/Hydraulic 
Steering Type Rack and pinion with electric power steering 9.3m turning circle 

Brake Discs (mm) 257X12 solid 257X22 vent 257X22 vent 
Rear Drum (mm) 203 
Front Suspension McPherson strut, monocoque lower wishbones, anti-roll bar 
Rear Suspension Torsion beam, coil-over struts 
Dimensions (mm) L 3653 X W 1643 (1882 incl. mirrors) X H 1551 / WB 2300 
F/R track (mm) 1409 / 1407 

Boot Capacity (L) 225 (5-seat version) / 260 (4-seat version) / 870 (seats folded) 
Tyres Std: 175/65 R14 82T Opt: 85/55 R15 82T Spare: 135/80 R14 84M 

Kerb weight (kg) 940 1035 975 
Fuel tank (litres) 37 37 37 

Payload w/driver (kg) 500 
Max towing weight (kg) 800 (braked) 400 (non-braked) 

Max speed (km/h) 164 168 177 
0–100 km/h 14.2 12.8 11.2 

L/100km (U/EU/C) 6.7/4.3/5.2 4.7/3.5/3.9 5.0/3.8/4.2 
CO2 (g/km) 120 104 99 

 
*in ECO Mode 


